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No I/0O Panel — Connectors are installed on the back panel

Features Connectors | Isolation  Dimensions/\Weight
*RF absorbent foam liner *None provided standard +-100dB @ 1GHz  +Exterior: 4.5"Hx 7.2"W x 9.8"D
*Interior: 3.2"H x 6.0"W x 8.5"D
sExclusive double lip RF tight gasket «Custom configured, see +-20dB @ 3GHz ‘Weight: 7lbs. / 3.18kg.
options
*Easy release handle +-80dB @ 6GHz
Steady hold hinge

+Designed for compact devices

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE2300

Features Connectors | Isolation ' Dimensions/Weight
. RF absorbent foam liner . Standard blank 1/0 . -100dB @ . Exterior: 6.2"Hx 9.0'Wx 12.0"D
panel provided on 1GHz . Interior; ©.2"H x 8.0"Wx 11.0"D
. Exclusive double lip RF tight gasket rear . Weight: 10lbs. / 4.54kg.
' -S0dB @
. Heavy duty .090" aluminum . Custom configured, 3GHz
see options
. Single easy-snap latch (Lockable version . -80dB @
available) BGHz

' Steady hold hinge

. 300 series stainless steel (Tamper-proof
security heads available)

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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No I/O Panel — Connectors are installed on the back panel

Features Connectors Isolation | Dimensions/Weight

. Integral RF radiating test fixture . SMA Female to built-in RTF antenna . -100dB @ . Exterior: 4 5"Hx 7.2"W x 9.8"'D

(RTF) provided standard 1GHz . Interior: 3.2"H x 6.0"W x 8.5"D

. Weight: 12lbs. / 5.44kg.

. Flat Coupling Factor 800MHz -8 SMA Female to SMA Female . -S0dB @

GHz 3GHz

: Additional connectors available, see

. Provides absolute repeatability options . -80dB @

testing 6GHz
. Exclusive double lip RF tight

gasket
. RF absorbent foam liner
. Easy release handle

. Steady-hold hinge

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE2900

STE2900 is Standard with 60 MM Ventilation System (No Fan)

Features Connectors |solation | Dimensions/\Weight
’ Designed for WLAN testing . MNone provided standard . -80dB @ ¥ Exterior: 11.0"H x 8.0"W x 14.0"D
1GHz . Interior: 10.0"H x 7.0"W x 13.0'D
Front loading swing away door . Custom configured, see . Weight: 12Ibs. /5.44kg.
options . -90dB @
Dual ventilation or fan forced cooling 3GHz
Exclusive double lip RF tight gasket . -80dB @
6GHz

Universal I/Q connector interface plate
RF absorbent foam liner

Optional security locking latch available

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE2902 is Standard with 60 MM Ventilation System (No Fan)

Features Connectors Isolation | Dimensions/Weight

Dual rack mount configuration None provided standard -90dB @ Exterior: 12.2"H x 19.0"W x
1GHz 17.4"D

Designed for WLAN testing Custom configured, see Interior: 10.0"H x 7.0"W x 13.0"D

options -90dB @ Weight: 40lbs. / 18.14kg.

Front loading swing away doors 3GHz

Dual ventilation or fan forced cooling -80dB @
6GHz

Exclusive double lip RF tight gaskets
Universal I/O connector interface plates
RF absorbent foam liner

Optional security locking latches available
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STE2902C is Standard with 60 MM Ventilation System (No Fan)

Features Connectors Isolation | Dimensions/\Weight

Dual rack mount configuration None provided standard -90dB @ Exterior: 12.2"H x 19.0"W x
1GHz 17.4'D

Designed for WLAN testing Custom configured, see Interior: 10.0"H x 7.0"¥W x 13.0"D

options -90dB @ Weight: 40lbs. / 18.14kg.

Front loading swing away doors 3GHz

Dual ventilation or fan forced cooling -80dB @
6GHz

Exclusive double lip RF tight gaskets
Universal /O connector interface plates
RF absorbent foam liner

Optional security locking latches available

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE2950

STE2950 is Standard with 60 MM Ventilation System (No Fan)

Features Connectors  Isolation | Dimensions/Weight
. Designed for WLAN and MIMO testing . Nane provided standard . 90dB @ . Exterior: 11.7"H x 8.3"W x
1GHz 18.0'D
. Top loading swing up door for easy loading . Custom configured, see . Interior; 10.5"H x 7.1"Wx
options . 90dB @ 16.8'D
. Dual ventilation or fan forced cooling 3GHz . Weight: 18lbs. / 8.16kg.
. Exclusive double lip RF tight gasket . -30dB @
6GHz

. Universal I/O connector interface plate
’ RF absorbent foam liner

. Optional security locking latch available

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE2952

STE2952 is Standard with 60 MM Ventilation System ( No Fan)

Features Connectors  Isolation = Dimensions/\Weight
Dual 19" rack mount configuration . None provided standard . 90dB @ . Exterior: 11.7"H x 16.6"'Wx
1GHz 18.0'D
Easy top loading access and doors . Custom configured, see . Interior: 10.5"H x 7.1"Wx 16.8"D
options . 90dB @ . Weight: 31lbs. / 14.06kg.
Pull-out slide included for standard racks 3GHz
Designed for WLAN and MIMO testing . -80dB @
6GHz

Top loading swing up door for easy loading
Dual ventilation or fan forced cooling
Exclusive double lip RF tight gasket
Universal I/O connector interface plate

RF absorbent foam liner

Optional security locking latch available

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors | Isolation | Dimensions/Weight
RF absorbent foam liner 6 Outlet 120VAC Power -30dB @ Exterior: 12.8"H x 18.0"W x
Strip 1GHz 120D
Exclusive double lip RF light gasket Interior: 8.0"H x 17.0"W x
6 Pole Filtered Terminal -90dB @ 10.5'D
Universal IO connector interface plate Block feedthrough IGHz Weight: 23lbs. /10.43kg.
RF tight *hands-on" silver mesh gloves Additional options available -80dB @
6GHz

RF tight illuminated viewing window
Gas filled cover strut

Designed for hands-on adjustment and alignment of
devices

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors Isolation Dimensions/Weight
RF Absorbent foam liner *6 Qutlet 120VAC Power +-90dB @ 1GHz *Exterior: 128"H x 18.0'"W x 12.0'D
Strip *Interior: 8.0"H x 16.8"W x 10.5"D
«Double-lip RF tight gasket +-90dB @ 3GHz “Weight: 27Ibs. f 12.25kg.
*§ Pole Filtered Terminal
sEasy release handles Block feedthrough +-80dB @ 6GHz
+Gas filled cover strut Additional options available

sUniversal I/Q panel

«RF tight silver mesh gloves
*RF tight screen-view window
*Color OSD video camera
+40GB video DVR system

*Inside LED illumination
system

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE3300

Features Connectors Isolation | Dimensions/\Weight
RF absorbent foam liner . None provided standard ’ SdE@ - Exterior; 9.8"H x 18.0"W x 12.0"D
2GHz +  Interior: 8.0"Hx 17.0"W x 11.0'D
Exclusive double lip RF tight gasket ’ Custom configured, see options ’ Weight: 18Ibs. /8.16kg.
-90dB @
Universal I/O connector interface plate 4GHz
Easy release latch system ’ -80dE @
6GHz
Steady hold hinge system

Designed to test complete systems

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors Isolation  Dimensions/Weight
RF absorbent foam liner . None provided standard : H0dB@ - Exterior: 9.0°H x 22.0"Wx 17.0'D
2GHz . Interior; 8.5"H x 18.8"Wx 15.8'D
Exclusive double lip RF tight gasket . Custom configured, see options ' Weight: 35lbs. / 15.88kg.
+ 90dB@
Universal I/0 connector interface plate 4GHz
Easy release latch system . -80dB @
6GHz

Dual gas filled cover struts

Designed to test complete systems

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE3600 is Standard with 60 MM
Ventilation System ( No Fan)

Features Connectors | Isolation | Dimensions/Weight

* Designed for wide format laptops and other large + None provided : -90dB @ + Exterior: 12.0"H x 17.0"W x

scale wireless equipment standard 2GHz 240D

Interior: 11.0"H x 16.0"W x
RF absorbent foam liner . Custom configured, - -90dB @ 23.0D
see options 4GHz . Weight: 40lbs
Exclusive double lip RF tight gaskst
: -80dB @
Universal /O connector interface plate 6GHz

Easy release latch system
Dual gas filled cover struls

Dual ventilation or fan forced cooling

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!



RFcell™ Technologies Ltd.
14 Hamelach St,

Afek Ind. Park, Rosh Ha'ayin
Israel 48091

T:+972-3-9032990
F:+972-3-9032989

RF/cell

technologies |td

STE3800

Radiating Test Fixture —
Features Connectors Isolation | Dimensions/\Weight

+Integral RF radiating test fixture (RTF) +Type-N to built-in RTF antenna provided +-80dB @ 2GHz «Exterior; 12.8"H 3 18.0"Wx 12.0'D
standard *Interior: 5.5"H x 16.2"Wx 8.2'D

+(as filled cover strut +-80dB @ 4CGHz “Weight: 28lbs. /12.7kg.
+*3MA Female to SMA Female

+Flat Coupling Factor 800MHz - 8 GHz +-80dB @ 6GHz
+4 Pale AC Barrier Strip

*Provides absolute repeatability testing
+Additional connectors available, see
*RF tight illuminated viewing window to see device  options
displays and indicators
+ 75" RF absorbent foam liner for a flatter response

*Exclusive double lip RF tight gasket

sUniversal /O connector interface plate

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE4400

Features Connectors | Isolation | Dimensions/Weight
+  RFabsorbent foam liner *  Noneprovidedstandard  +  -90dB @ «  Exterior: 15.0"H x 22.0"Wx 18.5'D
26GHz *  Interior; 14.2'Hx 21.2'W x 17.5'D
*  Exclusive double lip RF tight gasket +  Custom configured, see +  Weight: 40lbs. / 18.14kg.
options +  -90dB @
+  Universal IfO connector interface plate 4GHz
+  large hinge-down front door +  -B0dB@
6GHz

+  Designed for your own test fixtures

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STE4450

STE4450 is Standard with 60 MM
Ventilation System ( No Fan)

Features Connectors Isolation Dimensions/Weight
+*Designed for WLAN testing +*None provided standard +-90dB @ 1GHz «Exterior: 15.0"H x 17.1"W x 22.0"D
sInterior: 14.0"H x 16.1"W x 21.0'D
«Front loading swing away «Custom configured, see +-90dB @ 3GHz “Weight: 40Ibs. / 18.14kg.
door options

+-80dB @ 6GHz
+Dual ventilation or fan forced
cooling

«Exclusive double lip RF tight
gasket

«Universal I/O connector
interface plate

*RF absorbent foam liner

«Optional security locking latch
available

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features

Connectors Isolation

Dimensions/\Weight

Designed for hands-on manipulation of larger
devices under test

Exclusive double lip RF tight gasket
Universal I/O connector interface plate
RF tight "hands-on" silver mesh gloves
RF tight iluminated viewing window

Dual gas filled cover struts

6 Outlet 120VAC Power Strip +  -90dB @

2GHz
6 Pole Filtered Terminal Block
feedthrough 0B @
4GHz
Custom configured, see options
v -30dB @
6GHz

Exterior; 19.0"H x 22.5"W x
155D

Interior: 18.0"H x 21.2"Wx
140D

Weight: 40Ibs. / 18.14kg.

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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STES5000

Features Connectors  Isolation = Dimensions/WWeight
. Designed for full size and rack mounted . None provided standard ~ + -110dB @ . Exterior: 19.0"H x 25.0"W x
equipment testing 1GHz 250D
. Custom configured, see . Interior: 17.5"H x 23.5"W x
. RF absorbent foam liner options ' -100dB @ 23.5'D
3GHz ’ Weight: 125lbs. / 56.7kg.
. Exclusive double lip RF tight gasket
. -95dB @
. Universal I/0 connector interface plate 6GHz
. Large sturdy stainless steel construction : -80dB @
18GHz

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors | Isolation | Dimensions/\Weight

RF fight illuminated viewing window to see device «  60ullet 120VACPower  »  -110dB@ +  Exterior: 19.0'Hx 25.0" x

displays and indicators Strip 1GHz 250D
+ Interior: 17.5H x 23.5"W x
Large sturdy stainless steel construction +  BPole Fitered Terminal ~ +  -100d3 @ 235D
Block feedthrough 3GHz « \Weight: 125lbs. / 56.7kg.
Designed for full size and rack mounted equipment
testing with visual displays +  Custom configured, see ~ +  -95dB @
options 6GHz
+ Exclusive double lip RF tight gasket
¢« -80dB @
+  Universal /0 connector inferface plate 18GHz

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors Isolation Dimensions/Weight
+Designed for hands-on +6 Outlet 120VAC Power Strip  +-80dB @ 2GHz +Exterior: 14.0"H x 36.0"Wx 24.0"D
manipulation of larger devices «Interior: 12.5"H x 35.0"W x 23.0"D
under test +6 Pole Filtered Terminal +-90dB @ 4 GHz “Weight: 120Ibs. / 54.43kg.

Block feedthrough
*RF absorbent foam liner «-80dB @ 6GHz

«Additional options available
sExclusive double lip RF tight
gasket

*Universal I/O connector
interface plate

*RF tight "hands-on" silver
mesh gloves

*RF tight illuminated viewing
window

«Dual gas filled cover struts

+Single handle, easy release
latch system

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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Features Connectors solation | Dimensions/\Weight
Designed to test complete systems None provided standard 0@ Exterior: 20.0"H x 36.0"W x 24.0'D
2GHz +  Interior: 18.5"H x 35.0"W x 23.0'D
RF absorbent foam liner Custom configured, see : Weight: 110lbs. / 49.9kg.
options -90dB @
Exclusive double lip RF tight gasket 4 GHz
Universal [0 connector interface plate -80dB @
6GHz

Dual gas filled cover struts

Single handle, easy release latch system

Configuring and ordering the STE Shielded Test Enclosure to fit YOUR application is easy...
Just call RFcell and we’ll assist you to configure!!
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